
Aduanas y Proteccion Fronteriza de EE.UU. 

lnstrucciones para la colocaci6n del transponder 

Favor de seguir las instrucciones a 
. . , 

cont1nuac1on para pegar correctamente 
un transponder: 

0 El transponder de Aduanas y Protecci6n Fronteriza de EE.DU. 
( CBP) debe pegarse horizontalmente en la parte interior 
del parabrisas. 

0 Los transponders no se deben colocar en las 
ventanas laterales. 

0 Solo un transponder de CBP debe pegarse al parabrisas a 
la vez. 

0 Otros transponders no otorgados por CBP deben colocarse 
por lo menos a tres pulgadas del transponder otorgado 
por CBP. 

0 No es aceptable pegar-encima del parabrisas un pedazo del 
parabrisas anterior. 

0 Si utiliza un soporte temporal para su transponder, no lo 
pegue en el tablero de mandos. Debe sujetarse al parabrisas y 
en la ubicaci6n aproximada que se muestra en la ilustraci6n. 

0 Una copia del comprobante del transponder debe guardarse 
en el vehiculo. 
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Colocaci6n apropiada 

en el parabrisas 

2.5 pulgadas 
Transponder ._ del lado 

123456 
izquierdo del 
parabrisas 

t 
4.5 pulgadas de 
la parte inferior 
del parabrisas 

No hay ningun cargo por reemplazar transponders. 

Para mas informacion, comuniquese con el servicio de 

informacion sobre tarifas del usuario (8am-4pm, de 

lunes a viernes) al 317-298-1245 o por correco 

electronico a decals@cbp.dhs.gov.



U.S. Customs and Border Protection 

Transponder Placement Instructions 

Please follow the instructions below to 
properly place a transponder: 

0 U.S. Customs and Border Protection (CBP) transponders
must be affixed horizontally on the inside of the 
windshield. 

0 Transponders may not be displayed on side windows. 

0 Only one CBP transponder 1nay be affixed to the 
windshield at a time. 

0 Transponders other than those issued by CBP must be at 
least three inches from the CBP issued transponder. 

0 Glass cut from a previous windshield and pasted on top of 
your current vehicle's windshield is not acceptable. 

0 If you are utilizing a temporary holder for your 
transponder, do not affix it to the dashboard. It must be 
secured to the windshield and in the approximate location 
shown in the illustration. 

0 A copy of the transponder receipt must be kept in 
the vehicle. 
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Proper windshield 

placement 

2.5 inches 
Transponder ..._ from left 

123456 side of 
windshield 

t 
4.5 inches 

from bottom 
of windshield 

There is no charge for replacement transponders. 

For further assistance, please contact the User Fee 
Help Desk (8am-4pm, Mon-Fri) at 317-298-1245 or 
by e-mail at decals@cbp.dhs.gov.




